Plugin Service Pack 2 Summary

date:
January 10, 2002

For ALL plugins:

· Addition of a write button  for use with automation

· This works in a manner similar to a channel’s write button.  To record automation for a plug-in, "All" must be turned on in the automation section of the d8b (and automation must be out of Bypass). When the d8b is recording, plug-in parameter edits are recorded only if the plug-ins write button is ON, or if Auto Touch (in the automation section) is turned on.  When you hit stop, the plug-in’s write button turns OFF.

· Added a version string in the menu

TC Reverb:
 (Build 52)

· Miscellaneous user interface bug fixes to fix problems with Input/Output meter assignment, “no audio” after loading the plugin, and problems with Session and Preset loading

· DC offset audio bug fixed in the DSP

Drawmer Dynamics (Stereo): (Build 54)

· Input Overflow LEDs improved

· Minor user interface bug fixes

· Fixed bug with gate operation

· Fixed peak limiter adjustments bug when plugin is not active.

Drawmer Dynamics (Mono):  (Build 54)

· **** NEW PLUGIN****

· Same as the Stereo version but minus the sidechain keying input.

· Fixed bug with gate operation

· Fixed peak limiter adjustments bug when plugin is not active.

· Fixed mono plugin slot assignment bug.

IVL Vocal Studio: (Build 52)

· Minor bug fixes

Mackie MFX:

  (Build 52)

· No changes

Mackie Mono Delay: (Build 52)

· No changes

Antares Autotune: (Build 56)

· new AutoTune DSP  to fix various problems: clicking, popping and buzzing.

· User interface bug fixes to correct problems where the plugin would stop responding to user input

· Bypass button now connected with the ON/OFF

· DSP code fixes to address further issues dealing with plugin not responding

· Reduced delay through the plugin

MDWEq (Stereo/Mono):
 (Build 52)

· No Changes

Acuma Delay Factor:
 (Build 52)

· added MIDI control: (Note: the MIDI Channel is determined by the plugin slot #)

	· Feature
	· MIDI control
	· Values

	· Plugin Enable
	· CC# 16
	· 0-63=off   64-127=on

	· Mem A/B 
	· CC# 17

	· 0-63 A,  64-127 B

	· Write
	· CC # 18
	· 0-63 off, 64-127 on

	· Tap Select
	· CC #19

	· 0-127 maps to full range 0-15

	· Tap Pan
	· CC# 10
	· 0-127 to full range

	· Tap Level
	· CC# 7
	· 0-127 maps to full range

	· Tap Time
	· CC #11
	· 0-127 maps to full range

	· Tap Time
	· Pitch Bend
	· ‘Bends’ tap time from current value (relative control)


Acuma Filter Machine: (Build 52)

· added MIDI control: (Note: the MIDI Channel is determined by the plugin slot #)

	· Feature
	· MIDI control
	· Values

	· Plugin Enable
	· CC# 16
	· 0-63=off   64-127=on

	· Mem A/B 
	· CC# 17

	· 0-63 A,  64-127 B

	· Write
	· CC # 18
	· 0-63 off, 64-127 on

	· Filter Select
	· CC #19

	· 0-127 maps to full range 0-15

	· Filter Pan
	· CC# 10
	· 0-127 to full range

	· Filter Level
	· CC# 7
	· 0-127 maps to full range

	· Filter Frequency 
	· CC #11
	· 0-127 maps to full range

	· Filter Frequency
	· Pitch Bend
	· ‘Bends’ the frequency from current value (relative control)


· User interface bug fix to ensure LFO panning stay synced when linked

Acuma Time Pak:
(Build 52)

· added MIDI control: (Note: the MIDI Channel is determined by the plugin slot #)

	· Feature
	· MIDI control
	· Values

	· Plugin Enable
	· CC# 16
	· 0-63=off   64-127=on

	· Mem A/B 
	· CC# 17

	· 0-63 A,  64-127 B

	· Write
	· CC # 18
	· 0-63 off, 64-127 on

	· Node Select
	· CC #19

	· 0-127 maps to full range 0-15

	· Node Pan
	· CC# 10
	· 0-127 to full range

	· Node Level
	· CC# 7
	· 0-127 maps to full range

	· Node Time
	· CC #11
	· 0-127 maps to full range

	· Node Time
	· Pitch Bend
	· ‘Bends’ the Node time from current value (relative control)


· User interface bug fix to ensure LFO panning stay synced when linked

Acuma Saturated Fat:  (Build 54)

· added MIDI control: (Note: the MIDI Channel is determined by the plugin slot #)

	· Feature
	· MIDI control
	· Values

	· Plugin Enable
	· CC# 16
	· 0-63=off   64-127=on

	· Mem A/B 
	· CC# 17

	· 0-63 A,  64-127 B

	· Write
	· CC # 18
	· 0-63 off, 64-127 on

	· Volume
	· CC #7
	· 0-127 maps to full range

	· Drive
	· CC #11
	· 0-127 maps to full range

	· Drive
	· Pitch Bend
	· ‘Bends’ the drive level from the current value (relative control)


· added a built in Compressor with On and Off control

· added a built in Noise Gate with On and Off control

· NOTE: old sessions and presets will set Comp OFF and Gate OFF so the sound will not change.

Acuma RTA-31:
 (Build 52)

· Fixed bug in user interface whereby the graph would stop responding if the plugin were left ‘up’ for 13 consecutive days without a d8b power cycle.

Acuma Final Mix: (Build 25)

· New Plugin – Professional Stereo Mastering Suite

Acuma DSR-1: (Build 52)

· New Plugin – Versatile Single Channel De-Esser 

