


A proper loudspeaker system needs to be extremely flexible to fit your application. HD Series Powered
Loudspeakers feature an integrated 3-band contour EQ right on the rear panel, allowing the user to
gently and flexibly EQ the system for the task at hand. High shelving, low shelving and a sweepahle
mid allow you to correct room anomalies, emphasize vocals, add some low-end when a subwoofer is
absent or bump highs and lows for low volume applications. This indispensible tool allows you to
refine the system at will, making for a great-sounding show each and every time.
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HD Series Powered Loudspeakers are ridiculously compact and
lightweight but they don’t resort to less professional attributes
to achieve these goals. The premium components are housed
within 15 mm thick birch plywood that's coated with a durable,

textured black paint. Fronted by a black, powder-coated,

cold-rolled steel grill, the HD Series are tough enough for even
the most abusive touring performers and sound companies.
They feature a classy, unimposing look that's designed to blend
into the environment (the front panel power LED can be turned
off for maximum stealth) and with 12 integrated MI0 fly points,
they make a great choice for fixed installations as well.
Ergonomic handles make pole-mounting and transporting the
HD Series a breeze. HD loudspeakers are long lasting, great

looking and completely professional.




HDI53]1

Frequency Response (-10dB):  38Hz - 20kHz
Coverage Pattern: a0F x 407

Max Peak SPL {calculated): 135 dg'

Max Peak SPL {measured): 126 dB*
Crossover Points: 400Hz, 1500Hz

HF Driver: 1.75" (44.5 mm) heat-treated titanium compression driver
MF Driver:  &"(152.4 mm] mid-range driver
LF Driver: 15" (381 mm) neadymium woofer with 3" (76.2 mm) voice coil

Power

Total System Power:  S00W RMS / 1800W Peak
Low Frequency:  700W RMS/ 1400W Peak
Mid Frequency: 1000 RMS / 200W Peak
High Frequency:  100W RMS 7 2000 Peak

Amplifier THD: < 0,03%

Amplifier Design: Class-D

Construction Features

Basic Design: Trapezoidal, 20 degree included angle
Material: 15 mm exterior grade premium birch phywood
Finish: High durability black textured paint

Handles: One an each side

Grill: Powder-coated galvanized steal

Fly Points:  Twelve M10x 1.5 mm

Physical Properties

Height: 35.400n f 9000 mim
Front Width: 18.25in/ 463.5 mm
Rear Width:  11.82in/ 300.2 mm
Depth: 18.81in /4778 mm
Weight: 96 b /44 kg

AC Input: 120 VAC/60Hz, 9 amps (US model), 230 VAC/50Hz, 5 amps (EU maodel)

HD 1521

Frequency Response (-10dB):  40Hz - 20kHz
Coverage Pattern: B0 x 507
Max Peak SPL {calculated): 135 dB?

Max Peak SPL {measured): 125 dB*
Crossover Point: 1200Hz

HF Driver: 1.75" (44.5 mm) heat-treated titanium compression driver
LF Driver: 15" (381 mm) neadymium woofer with 3" (76.2 mm) voice coil

Power

Total System Power:  BO0W RMS / 1600W Peak
Low Frequency:  JOMW RMS / 1400% Peak
High Frequency:  100W RMS / 200W Peak

Amplifier THD: = 0.03%

Amplifier Design: Class-D

Construction Features

Basic Design: Trapezoidal, 20 degree included angle
Material: 15 mim exterior grade premium birch plywood
Finish: High durability black textured paint

Handles: One on each side

Grill: Powder-coated galvanized stesl

Fly Points:  Twelve M10x 1.5 mm

Physical Properties

Height: 30000n / 762.0mm

Front Width: 1825 in / 463.5 mm
Rear Width:  11.82in/ 300.2 mm
Depth: 18.81in/ 477.8 mm
Weight: 80lb /36 kg

AC Input: 120 VAC/60HZ, 9 amps (US madel), 230 VAC/50HZ, 5 amps (EU model)

P Caleulated from driver sensitivity and amplifier power,
* Measured with pink nolse, free fleld at 1 meter, before limiting.

o0 LOUD Technologies Inc. All rights reserved. “Mac . the “Running Man™ figure, “Wavefront”, “Fast Recovery™ and “HD" are trademarks or registered trademarks of LOUD Technologies Inc.
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